
Veneziano 
Classlllcazlone secondo norme EN 14411 BIA-ISO 13006 • Classlllcatlon In accordance with EN 14411 BI..-ISO 13006 
Klasslllzlerung gemliB Normen EN 14411 BIA-ISO 13006 • Classlllcatlon selon les normes EN 14411 BIA -ISO 13006 

Caratterlstlca Teen lea Norma Valore prescrltto Valore media 

§ 
Technical Characteristic Norm Value required Mean value 
Technische Date Norm Normvorgabe Mittelwert 
Caracteristique Technique Norma Valeur prescripte Valeur moyenne 

CERAMICHEPIEMME 
FIOOO .. DMDH 

Lunghezza e larghezza 
:t0,6% (:1:2,00 mm) 

Lenght and width / Lange und Breite I Longueur et largeur 

Spffl018 
:1:5%(:t0,5mm) 

Thickness / Starke / Epaisseur 

g 
Confonne 

Rettlllnetti lati ISO 10545.2 :1:0,5% (:1:1 ,5 mm) 
In accordance 

Warpages of edges I Geradheit der Kanten I Rectitude des aretes ErfOllt 

Conforme 

Ortogonallt8 
:t0,5% (:1:2,00 mm) 

Wedging I Rechtwinkligkeit / Orthogonalite 

Planariti 
:t0,5% (:1:2,00 mm) 

Flatness I Planitat I Planimlltrie 

� 
Assorbimento % d'acqua Confonne 
Water absorption ISO 10545.3 s0,5% 

In accordance 
Wasseraufnatvne % ErfOllt 
Absorption d'eau % Conforme 

� 
Resistenza alla flessione Modi.Aus of rupture (average): Conforme 
Bending strength ISO 10545.4 R.t35Nffllm2 In accordance 
Biegezugfestigkeit Breaking strength for thickness .i: 7,5 mm: ErfOllt 
�sistance A la flexion S>1300 N Conforme 

[ill] 
Oilatazione termica lineare tra 20° e 100° C Secondo I dati del costruttore 
Linear thermal expansion between 20° and 100° C ISO 10545.8 According to builder's specifications 

== 1x10-e C-1 

Lineae warmeausdehnung zwischen 20" und 100" C Laut angaben des herstellers 
Dilatation thermique linllaire entre 20" et 100° C Selan les elements du oostructeur 

[!] 
Resistenza agli sbalzi termici RN:hNtlitll Rntstanta 
lnermal shock resistance ISO 10545.9 Request Resistant 
Temperaturwechselbestarldigkeit Bitte Widerstehend 
�sistance aux �carts de tem�rature Demande Resistant 

� 
Resistenza al gelo Rk:hNtlitll Rntstanta 
Frost resistance ISO 10545.12 Request Resistant 
Frostbestandigkeit Bitte Widerstehend 
Resistance au gel Demande Resistant 

[;J 
Resistenza all'attacco chimico Secondo I dati del costruttore Rntstanta 
Resistance i:> chemical attack ISO 10545.13 Acoording to builder's specifications Resistant 
Bestiindigkeit gegen Chemikalien Laut angaben des herstellers Widerstehend 
Resistance A l'attaque chimique Selan les elements du costructeur Resistant 

w 
Resistenza dei colori alla luce Neuuna alteraztone Conforme 

Colours resistance to light DIN 51094 No alteration In accordance 
Lichtbestiindigkeit Keine Vertinderung ErfOllt 

-

Resistance des couleurs A la lumiere Aucune alteration Conforme 

E§J 
Resistenza alle macchie i!:CIHN3 Conforme 
Stain resistance Metododi pmva diaponible In accordance 
Fleckenfestigkeit 

ISO 10545.14 Teat method 8'8.ilable 
ErfOllt verfUWJare priifmelhode 

�sistance aux taches Meltoded"essaidiapori�e Conforme 

Norma Va lore med lo 
Norm Mean value 
Norm Mittelwert 

Norma Valeur moyenne 

CERAMICHEPIEMME 
no,n•No•n• 

ASTMC-499 
ASTMC-485 In accordance 
ASTMC-502 

ASTMC-373 In accordance 

ASTMC-648 
In accordance 

250 LBS or greater 

ASTMC-1026 In accordance 

ASTMC-650 In acoordance 

Test methods, requirements and classifications differ from country to country, according to the national regulations.




